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Metal Lined Jaws in Position 



Natural 

Position 


View in posi¬ 
tion to hold 
boxes or 
drawers 
above bench 
top. 


Vise in an up¬ 
right position 
with front 
jaw at an 
angle to hold 
taper work. 


Emmert New Improved 
Universal Vise 


1— All parts absolutely interchange¬ 
able. 

2— Easily and quickly handled. 

3— Special web construction of jaws 
gives greater strength by actual 
test w'ith other vises. Jaws will not 
spring. 

4— Jaws can be revolved in a complete 
circle and set at any point instead 
of only at fixed stops. 

5— Jaws can be revolved without 
loosening or removing work, as in 
other vises. 

6— Can be adjusted at either end for 
wedge shapes instead of only one 
end. 

7— Taper adjustment quickly secured 
by large hand adjusting collar. Can 
be locked and securely held. 

8— Has set of steel faced jaws firmly 
riveted in jaws for holding metal. 

9— Jaws have opening capacity of 15 
inches. 

10— A flat rack bar clamping thru a 
slot in center is used instead of a 
round rod working thru a clamp 
nut to hold vise at any angle with¬ 
in 90 degrees of bench. This in¬ 
sures more rigid support. 

11— Vises ai’e all neatly painted. At¬ 
tractive in appearance. 

12— Fully guaranteed in every respect. 

Sizes and Prices 


Vise 

Xo. 

Size 
of Jaw 

Opens 

Weight 

Price 

1 

7x18 in. 

1.5 in. 

86 lbs. 

$27 .50 

2 

.5x14 in. 

12 in. 

56 lbs. 

25.00 






















